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THE LASER DEVICES LASERSCOPE 
AS A TRAINING AID 


The laserscope opens new possibilities for teaching and practicing the basic techniques of aim, 
hold and squeeze. These three critical elements of marksmanship can be practiced and even 
scored separately. The laserscope projects a small, visible red dot that shows both instructor and 
trainee exactly where the weapon is aiming and reveals undesirable movement from faulty trigger 
squeeze or hold. This immediate feedback on performance is the key to rapid learning. 


Training with the laserscope saves money because the techniques of aim, hold and squeeze can be 
taught and practiced without having to fire live ammunition to evaluate performance. It also saves 
range time since much training and practice can be done with small targets on the wall of a 
classroom or other convenient indoor location. 


Recommended uses of the laserscope as a training aid include the following: 


e When working on trigger squeeze, keep the laser activated throughout the squeeze. Any 
movement off-line is vividly displayed by the movement of the laser dot on the target. 


e To work on a steady hold, again keep the laser activated. By observing the movement of the 
laser spot, both instructor and student can see how steady the weapon is being held. 


e When teaching or practicing aiming a pistol from the natural point and other positions, or a 
rifle or shotgun from the hip or underarm position, it is easy to determine the shooter’s 
accuracy by then activating the laser. Once more, this does not require live ammunition. 


¢ For teaching the techniques of target acquisition, especially the quick reactions required for 
rapid and accurate shooting in combat, the laserscope works very effectively on the range 
with pop-up targets 


In summary, the special value of the laserscope as a training aid is that the visible laser dot 
provides the immediate feedback required to work systematically on the fundamentals of aim, hold 
and squeeze without the expense of firing live ammunition. The laserscope is not limited to its use 
as a training aid, but also is an essential tool during combat. 


WHEN AND WHY TO USE THE 
LASER DEVICES LASERSCOPE 


The soldier, law enforcement officer or guard equipped with a laserscope simply moves the red 
laser dot onto the target, then fires. It is no longer necessary to close one eye and use the 
conventional sights. Liberation from the bondage of conventional sights greatly increases 
shooting speed and accuracy. The laserscope offers the following specific advantages: 


e You can shoot from the hip with the same accuracy as from the shoulder, but much faster. In 
any combat situation when you are on the move, rather than behind cover, first round accuracy 
while firing quickly from the hip may spell the difference between life and death. 


¢ With the weapon at the hip or underarm position, you can track a moving target or shoot 
from a moving vehicle or boat far more effectively than when peering down conventional 
sights. 


e You can aim accurately in dimlight when it is difficult or impossible to see your conventional 
sights. The laserscope performs beautifully in conjunction with Night Vision, 


You gain a psychological advantage over your opponent by putting the laser spot on the 
target and making certain that the target is aware of it. Seeing the dot, the target knows 
exactly where the bullet will hit him. 


Since there is no need to raise the weapon to eye level. you retain unobstructed peripheral 
vision while you fire. This reduces the risk of hitting a bystander who accidentally crosses 
the line of fire in a SWAT or riot control operation. 


© You can train recruits in marksmanship with conventional sights faster and with less expense. 
The laser provides an independent check on where the weapon is aimed at any given time. 


You can use the laserscope for many purposes other than aiming a weapon. As a pointer. it is an 
extension of the index finger to designate a target or an area which one should take cover. The 
laserscope can even be used for secure signaling between ground combat units to identify a 
landing or air drop zone. or to guide a helicopter rescue mission. 


LASER 
DEVICES, INC. 


"The Laser Leader'"™ 


LASER DIODE MODULES 


STANDARD (5mW @ 670nM) 
Continuous or Pulsing 


SUPER POWER POINT ™ (5mw @ 632nm) 


Continuous or Pulsing 
Daytime visibility. 
Visibility of up to 100 yards / 30 meters 


NEAR INFRARED (7sonm) 
Continuous or Pulsing INFRARED (835nM) 
Night vision equipment is Continuous or Pulsing — 
necessary to see the laser dot. Night vision equipment is 
Visibility of up to 1000 yards. necessary to see the laser dot. 


Visibility of up to 2000 yards. 


FEATURES: - Can be easy installed in all laser diode module housings: 
BA-1, BA-2, BA-3, AR-2, MR-2, FA-4, FA-4R, FA-4/ULS, FA-2, 
Duty Grade, MP-5 Laser and MAC 11’s 
- Small, compact design. 
- IR & NIR available to Law Enforcement & Military. 
- Pulse length - 1ms / Pulse rate 6P/sec. 
- Made in U.S.A. 


INFRARED & NEAR INFRARED 


LASER TYPE: 
POWER OUTPUT: 
WAVELENGTH: 
RANGE: 
VISIBILITY: 


SPOT SIZE@ 50 yd/45 m 
@ 100 yd/90 m 


CURRENT OUTPUT: 
SUPPLY VOLTAGE: 
BORE SIGHTING: 
OPERATING TEMP.: 
DEPENDENCY: 
BATTERY LIFE W/6v: 
W/3v: 
WARRANTY: 


NOTE: 


When considering infrared ornearinfrared laser sights, 


SPECIFICATIONS. 


NEAR INFRARED 
1-5mW* 


Laser diode, class |llb 
1-5mW 

780 nM 

500 yards / 450 meters 
with night vision equip. only 
.25 sqrinch / 1.29 sqm 
1.0 sqr inch / 6.45 sqcm 
50mA @ 5mW 
3to6vDC 

Within .3mRad 

-10° to 60°C 

>10,000 hours 

45 min 

12 hours 

1 year 


H&K MPS with LDI IR Laser 
& Tactical Light Source 


afewrules haveto be taken into consideration. 
1)Whatwill be the shooting distance? 
2)Whatgeneration Night Visionis being used? 


Forsubmachine guns Laser Devices, Inc. recommendsa 


2-3mWmax output. 


Forlong guns and when shooting at greater distances werecommenda5 mW output. 


INFRARED 
1-5mW* 


Laser diode, class IIIb 
1-5mW 

835nM 

1000 yards / 900 meters 
with night vision equip. only 
-1 sqrinch / 65 sqcm 

0.4 sqr inch / 2.5 sqm 
50mA @ S5mW 

3to6v DC 

Within .2mRad 

-10° to 60°C 

>10,000 hours 

45 min 
12 hours 
1 year 


When using generation III nightvision equipmentwe recommenda lower output, since this nightvision 


scopeis very lightsensitive. Ahigh outputwill resultina very bright spot on yourtarget. 


*|nfrared and Near Infrared Diode Modulecan be installed in any LDI laser. 


Near Infrared and Infrared are only availableto Military, Law Enforcementand International 


customers. 
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WALTHER P99 
MODULAR LASER SIGHT uss. patent #5581898 


ELECTRICAL SPECS: MECHANICAL SPECS: 
LASER TYPE: Laser diode class llla WINDAGE & ELEVATION: — External wiLaserl.ock mechanism (patent pending) 
DIODE: Approx. 10,000 hours PATENTED LASER, Modular (model LDM 111) removable trom housing to housing 
POWER OUTPUT: — True SmW DESIGN: (US. Patent #5581898) 
WAVELENGTH: 650nM Magnum Power Point™ SWITCH: ‘Ambidextrous switch located in front of trigger guard 
OPTIONAL: 632nM @ SmW (visible & 20x brighter than 670nM) 780nM (Near WARRANTY: Lifetime on LOI's workmanship 
Infrared) 835nM (Infrared) DIODE MOD, WARRANTY: 1 year on all modules 
COLOR: Deep red MATERIAL: Aircraft aluminum 606176 
SPOT SIZE: 23 square inch @ 25 yards or 3.75 sqr inch @ 100 yrds WEIGHT: 455 02 / 127.5 grams (w/battery) 
.58 square cm @ 23 meters or 9.5 sqr cm @ 91.5 meters LENGTH: 2.36" / 60 om (wicaps) (average) 
RANGEWVISIBILITY: 500 yards / 450 meter (low light, 670M) WIDTH: 1.15" / 29 om (average) 
100 feet/30 meter Super Power Point (in daytime conditions) COLOR: Hard black anodized per Mil A-B625F 
(Range may vary depending on light conditions) ENVIRONMENT: Water resistant & moistureproof 
LENS: Multi coated quality single glass lens system 
BATTERY: 3,6 volt Lithium Thyonol or 6 volt Duracell PX28L Lithium 
BATTERY LIFE: 8 hour continuous w/ 3.6 volt or 1 hour w/ 6 volt Made in USA 


Available with: 
DAYTIME SUPER POWER POINT™ 7 
10 x brighter than Magnum Power Point 


#15510 Magnum PowerPoint™ oe 


10x Brighter 


~ a EN 


a 
all — 


#15513 Infrared Diode fo) =) 


INFRARED OR NEAR INFRARED My cachet) 
& international customers) raleasecover ind ei etrigger guard 
Lowbatter 
indicatorlight 
FEATURES: 


~ Easy Accesible Ambidextrous Activation Switch w/ Positive ON/OFF 

- User Friendly Windage/Elevation 

- Quick Removable Laser Housing 

- The shooter can activate laser with one finger while leaving the non- 
shooting hand free. 

- Patented Modular Design. Interchangeable between different housings. 


LASER 
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PATENTED MODULAR MR-2 laser sight. 


ELECTRICAL SPECS: MECHANICAL SPECS: 
LASER TYPE: Laser diode class lila WINDAGE & ELEVATION: External click mount, leftright, up/down 
DIODE: Approx. 10,000 hours HOUSING DESIGN: 2 captivated thumb nuts, precision machined for a snug fit and 
POWER OUTPUT: — True SmW continuous zero hold When moved from weapon to weapon 
WAVELENGTH: 670nM PATENTED LASER DESIGN: Modular (model LUM 109) removable from housing to nousing 
OPTIONAL: 632M @ SmW (visible 20x brighter than 670nM) 780nM (Near (Patent # 5681898) 
Inrared) 835nM (Infrared) SWITCH: Paddle switch (can be operated wiwinter gloves) 
COLOR: Deep red WARRANTY: Lifetime on LOI's workmanship 
SPOT SIZE: 23 square inch @ 25 yards or 3.75 sqr inch @ 100 yrds 1 year on Super Power Point ™ 
-58 square om @ 23 meters or 9.5 sq¢ cm @ 91.5 meters MATERIAL: Aircraft aluminum 6061T 
RANGEWVISIBILITY: 500 yards / 450 meter (low light, 670nM) WEIGHT: 3,5 02/ 99.5 grams (w/battery) 
100 feev/30 meter Super Power Point (in daytime conditions) (Range LENGTH: 3.8"/9.5 om (wicaps) 
ray vary depending on ight condtions) oD: 96"/2.40m 
LENS: Multi coated quality 3 part lass lens system COLOR: Hard black tellon impregnated 
BATTERY: Alkaline 2/3 A or Duracell 3v Lithium (DL123A) ENVIRONMENT: Waterproof (down to $3 feet/ 10 meters) 
BATTERY LIFE; 16 hours continuous TEMPERATURE: “40°F to 122°F / 40°C to 506 


Available with: 
DAYTIME SUPER POWER POINT ™ 
20 x briahter 


ob 
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INFRARED OR NEAR INFRARED 


(only to Military and Law Enforcement) 


This laser will fit AR-15/IM16’s and all other military rifles. Two thumb nuts, which 
are precision machined to provide a snug fit and a continuous zero, even when 
moved from weapon to weapon. Teflon impregnated and waterproof to 33 feet/10 
meters. This laser has built in weaver clamps and will fit to a Weaver or Interface 
Rail System from Knight Armament. Daytime glasses available to enhance range & 
visibility. Made in the USA. 
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MODULAR UNIVERSAL AR-2 laser sight. 


ELECTRICAL SPECS: MECHANICAL SPECS: 
LASER TYPE: Laser diode class Illa WINDAGE & ELEVATION: — External w/LaserLock mechanism 
DIODE: Approx. 10,000 hours PATENTED LASER DESIGN: Modular (model LDM 106) removable from housing 
POWER OUTPUT: True SmW to housing (Patent # 5581898) 
WAVELENGTH: 670M ‘SWITCH: Paddle switch and/or optional toggle switch 
OPTIONAL: 632nM @ SmW (visible & 20x brighter than 670nM) 780nM (Near WARRANTY: Lifetime on LDI's workmanship 

infrared) 835nM (Infrared) 1 year on Super Power Point TM 
COLOR: Deep red MATERIAL: Aircraft aluminum 6061T 
SPOT SIZE: .23 square inch @ 25 yards or 3.75 sqr inch @ 100 yrds WEIGHT: 4.4.02 / 120 grams (wibattery) 

.58 square om @ 23 meters or 9.5 sar cm @ 91.5 meters LENGTH; 1.82" / 4.63 cm (wicaps) 
RANGE/VISIBILITY: 500 yards / 450 meter (low light, 670nM) WIDTH: .75°/ 1.89 om 

100 feet/30 meter Super Power Point (in daytime conditions) (Range COLOR: Black anodized 

may vary depending on light conditions) ENVIRONMENT: Water resistant & moistureproot 
LENS: Multi coated quality 3 part glass lens system 
BATTERY: 1/2 AA 3.6 v Lithium Thionyl Chioride or 6 v Lithium 
BATTERY LIFE: 8 hours continuous 


THE TOP CHOICE OF LAW ENFORCEMENT/MILITARY 
AGENCIES THROUGHOUT THE WORLD 


Available with: 
DAYTIME SUPER POWER POINT ™ 
20 x brighter 


INFRARED OR NEAR INFRARED 


(only to Military and Law Enforcement) 
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PATENTED MODULAR LASER SIGHT BA-1 


ELECTRICAL SPECS: MECHANICAL SPECS: 
LASER TYPE: Laser diode class Illa WINDAGE & ELEVATION: External w/LaserLock mechanism 
DIODE: Approx. 10,000 hours PATENTED LASER Modular (model LDM 106) removable from housing to 
POWEROUTPUT: True SmW DESIGN: housing (Patent # 5581898) 
WAVELENGTH: 670nM SWITCH: Togale switch, optional tactical thumb switch or Hogue grip switch 
OPTIONAL: 632nM @ SmW (visible & 20x brighter than 670nM) 780nM (Near WARRANTY: Lifetime on LDI's workmanship 
Infrared) 835aM (Infrared) 1 year on Super Power Point ™ 
COLOR: Deep red MATERIAL: Aircraft aluminum 6061T 
SPOT SIZE: 23 square inch @ 25 yards or 8.75 sq inch @ 100 yrds WEIGHT: 2.4 02 / 68 grams (w/battery) 
58 square cm @ 23 meters or 9.5 sar cm @ 91.5 meters LENGTH: 1.0" / 2.54 om (wicaps) (average) 
RANGENVISIBILITY: 500 yards / 450 meter (low light, 670M) WIDTH: 90" /2.3 om (average) 
100 feet0 meter Super Power Point (jn daytime conditions) COLOR: Black or stainless 
(Range may vay depending on ight cantons) ENVIRONMENT: Water resistant & moistureproof 
LENS: Multi coated quality 3 part glass lens system 
BATTERY: 3x 1,5 volt button cell 
BATTERY LIFE: 4 hour continuous 
- “Dy 
Raa tap te a ae ey 
DAYTIME SUPER POWER POINT™ \\\\\\\\ 
20 x brighter ee Ney 


— =a, \= ws 
ae 7 
on 
INFRARED OR NEAR INFRARED 7 


(only to Military and Law Enforcement) Standard bottom 
toggleswitch 


spp =100°/30mdaytime 


Optional tactical 
pressureswitch 
w/Hogue Grip 


FEATURES: - New, Improved, Smaller Design, Compact 

& Lightweight 

- Ambidextrous Activation Toggle Switch 
w/ Positive ON/OFF 

- User Friendly External Windage/Elevation 

- Rock Solid Mounting 

- Optional Hogue Grip Activation Switch 

- The shooter can activate laser without ever removing finger from 
the trigger, still leaving the non-shooting hand free. 

- Modular Design. Interchangeable between different housings. 

- Made in USA 


- AVAILABLE FOR: seretta 92, Sig Sauer’s, Glock’s, Taurus, 
Browning, Colt’s, E.A.A., Ruger’s & S&W’s 
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PATENTED MODULAR DUTY GRADE™ LASER 


ELECTRICAL SPECS: MECHANICAL SPECS: 

LASER TYPE: Laser diode class lila WINDAGE & ELEVATION: External w/ Laser Lock mechanism 

DIODE: Approx. 10,000 hours PATENTED LASER Modular (model LUM 109) removable from housing 
POWER OUTPUT: True SmW DESIGN: to housing (Patent # 5581898) 

WAVELENGTH: 670nM Ambidextrous switch plate (left or right hand activation) 
OPTIONAL: 632nM @ 5mW (visible & 20x brighter than 670nM) 780nM (Near Lifetime on LDI's workmanship 


‘SWITCH: 
WARRANTY; 


Infrared) 835nM (Infrared) 1 year on Super Power Point ™ 
COLOR: Deep red 


plea Aircraft aluminum 6061T 
SPOT SIZE: .28 square inch @ 25 yards or 3.75 sqp inch @ 100 yrds WEIGHT: 3.55 02 / 100.6 grams (wibattery) 
.58 square cm @ 23 meters or 9.5 sqr om @ 91.5 meters LENGTHS: 2.5" / 6.35 om (w/caps) 
RANGEIVISIBILITY: 500 yards / 450 meter (low light, 6709M) 3 91°/230m 
100 feet’30 meter Super Power Point (in daytime conditions) (Range iS Hard black or stainless teflon impregnated 
may vary depenirg an ight canons) ENVIRONMENT: Woter resistant & toeturaproot 
LENS: Multi coated quality 3 part glass lens system 
BATTERY: Duracell 6v Lithium (PX28L) or equivalent 
BATTERY LIFE: 2.5 hours continuous 


THE TOP CHOICE OF LAW ENFORCEMENT/MILITARY 
AGENCIES THROUGHOUT THE WORLD 


Available with: 
DAYTIME SUPER POWER POINT ™ 
20 x brighter 


INFRARED OR NEAR INFRARED 


(only to Military and Law Enforcement) 


FEATURES: - Improved, Smaller Design, Compact & Lightweight 
- Convenient Switch Activation 
- User Friendly External Windage/Elevation 
- Rock Solid Mounting 
- The shooter can activate laser without ever removing finger trom 
the trigger. 
- Modular Design. Interchangeable between ditferent housings. 
- Daytime Glasses Available to Enhance Range & Visibility. 
- Made in USA 
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PATENTED MODULAR SA-2 Laser Sight. 


ELECTRICAL SPECS: MECHANICAL SPECS: 
LASER TYPE: Laser diode, class Illa WINDAGE & ELEVATION: External w/ Laser Lock mechanism 
DIODE: Approx. 10,000 hours PATENTEDLASER Modular (model LDM109), removable from housing 
POWER OUTPUT: True 5mW DESIGN: to housing (Patent #5581898) 
WAVELENGTH; 670nM SWITCH: SA-2: Paddle switch or optional toggle switch 
OPTIONAL: 632nM @ SmW (Visible & 20 x brighter than 670nM) 780nM (Near TLS-8R: paddle switch 

Infrared), 835nM (Infrared) see spec sheet WARRANTY: ‘SA-2; Lifetime on LDI's workmanship 
Solon Deep Red SA-2: 1 year on Super power Point™ 
SPOT SIZE: 23 square inch @ 25 yds or 3.75 sqrinch @ 100 yds TLS-BR: 1 Year 

5B square cm @ 23 meters or 9.5 sqrcm @ 91.5 meters MATERIAL: Aircraft Aluminum 6061T 
RANGEVVISIBILITY: 500 yd (low light) or 450 meters WEIGHT: SA-2: 2.45 oz (w/battery) / 84.53 grams 

100 feeV/30 meters Super Power Point (in daytime conditions (Range may TLS-OR: 4.25 oz / 120.5 grams 

er Gepee O8 RES aE LENGTH: $A-2:3.0°/7.5 om 
LENS: Multi coated quality 3 part glass lens system TLS-OR487 1200 
BATTERY: Duracell 3 Lithium (OL 123A) or equivalent on: Shoe 75/49 ct 
BATTERY LIFE; 15 hours continuous TLS ORe'90"/ 24 


COLOR: Black 
ENVIRONMENT: Water resistant & moistureproot 


Available with: 
DAYTIME SUPER POWER POINT™ 
20 X brighter 


INFRARED ORNEARINFARED 


(only to Military and Law Enforcement) 


Tactical Flashlight 


THE TOP CHOICE OF LAW ENFORCEMENT/MILITARY 
AGENCIES AROUND THE WORLD 


FEATURES: - posed Design. Diode module interchangeable between different 
ousings. 
- User friendly external windage/elevation. 
- Option of toggle or pressure switch. 
-MadeinUSA 
LASER fas tors 
DEVICES, INC. 
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PATENTED MODULAR FA-4/ULS Laser Sight 


ELECTRICAL SPECS: 
LASER TYPE: 
DIODE: 

POWER OUTPUT: 
WAVELENGTH: 
OPTIONAL: 


COLOR: 
SPOT SIZE: 


RANGE/VISIBILITY: 


LENS: 
BATTERY: 
BATTERY LIFE: 


Side view 


LaserLock™ / 
Part# 
Black Standard 15006 
Stainless Standard 15007 
Black Super Power Point™ 16666 


Stainless Super Power Point™ 


Laser diode, class Illa 
Approx. 10,000 hours 
True SmW 

670nM 


632nM @ SmW (Visible & 20 x brighter than 670nM) 780nM (Near 


Infrared), 835nM (infrared) 

Deep Red 

.23 square inch @ 25 yds or 3.75 sar inch @ 100 yds 
.58 square cm @ 23 meters or 9.5 sar cm @ $1,5 meters 
500 yd (low light) or 450 meters, 


100 feet’30 meters Super Power Point (in daytime conditions (Range may 


vary depending on light conditions) 

Multi coated quality 3 part glass lens system 
Duracell 6v Lithium (PX2BL) or equivalent 
2.5 hours continuous 


MECHANICAL SPECS: 


WINDAGE & ELEVATION: External w/ Laser Lock mechanism (Patent applied for) 


PATENTED LASER 
DESIGN: 
‘SWITCH: 


WARRANTY: 


MATERIAL: 
WEIGHT: 
LENGTH: 
HEIGHT: 
COLOR: 
ENVIRONMENT: 


ZEN 


i) 


17777 


Gum [| jI[] 


U.S.Patented Tactical 
Thumb Switch 
(#335,281) 


Optional 
Toggle Switch 


Modular (model LDM111), removable from housing 
to housing (Patent # 5581898) 


Patented tactical thumb switch(U.S. Pat#335,281) or optional 
toggle switch 


2 Year Limited Warranty 

1 year on Super Power Point 1™ 
Aircraft Aluminum 6061T 

2.6 oz (w/battery) /73.70 grams 
2.68" / 6.80 cm (wicaps) 

1.04" / 2.64 em 

Black or Stainless Anodized 
Water resistant & moistureproot 


Front view 


Laser Aperture 


Optional 
Paddle Switch 


UNIVERSAL LASER SIGHT WITH INTEGRAL MOUNT 


FOR ALL RIFLES, SUB-MACHINE GUNS & SHOTGUNS 
FEATURES: - Modular Design. Diode module interchangeable between different 


LASER 


~ Will mount to any barrel from .45" to .75" OD (11.4mm to 19mm). 
- User friendly external windage/elevation with Laser Lock ™, 


- Option of tactical thumb switch, toggle switch or paddle switch. 
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PATENTED MODULAR FA-4 Laser Sight 


ELECTRICAL SPECS: MECHANICAL SPECS: 
LASER TYPE: Laserdiode, class illa WINDAGE & ELEVATION: External w/ Laser Lock mechanism 
DIODE: Approx. 10,000 hours PATENTED LASER Modular (model LDM109), removable from housing to 
POWER OUTPUT: True 5mW DESIGN: Housing (Patent # 5581898) 
WAVELENGTH: 670nM SWITCH: Patented tactical thumb switch(Pat#335,281) or optional 
OPTIONAL: 632nM @ 5mW (Visible & 20 x brighter than 670nM) 780nM (Near toggle switch 
hak Infrared), 835nM (Infrared) see spec sheet WARRANTY: Lifetime on LOI's workmanship 
“ Deep Red 1 year on Super power Point ™ 


SPOT SIZE: .23 square inch @ 25 yds or 3.75 sqr inch @ 100 yas MATERIAL: Aircraft Aluminum 6061T 


58 square om @ 28 meters or 9.5 sar cm @ 91.5 meters WEIGHT: FA-4 3.10.02 (wibattery) / 
: : : sy) / 88.04 grams 
RANGENVISIBILITY: 500 yd (low ight) or 450 meters FAAR'302/85 grams 

100 feet30 meters Super Power Point (in daytime conditions (Range may FA-4R9/4: 2.7 02 /78.5 grams 

vary depecing en bh anion) 4 
LENS: Muli coated quality 3 part glass lens system moe ee Fe ae 
BATTERY: Duracell $y Lithium (DL 123A) or equivalent Qo: harem 
BATTERY LIFE: 45 hours continuous . han ah aa te 


COLOR: Black or stainless anodized 
ENVIRONMENT: Water resistant & moistureproot 


Available with: 
DAYTIME SUPER POWERPOINT™ 
20 X brighter 


SPP=100’/30mdaytime 


INFRARED ORNEARINFARED 


(only to Military and Law Enforcement) 


THE TOP CHOICE OF LAW ENFORCEMENT/MILITARY 
AGENCIES AROUND THE WORLD 


FEATURES: - er Design. Diode module interchangeable between different 
ousings. 
- Easy to attach to any standard weaver rail. 
- User friendly external windage/elevation. 
- Option of toggle or pressure switch. 


LASER 
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The Bore Sight That Will Put You on Target 


FEATURES: 


- Quick and accurate way of aligning open sights and optical scopes 
- No more guessing on whether you will hit the target 
- No bullets wasted, since the bore sight will tell you before shooting 
where you will hit 
- Available with daytime visible laser diodes 
- Uses commonly available 3 v Lithium (DL 123A, or equivalent) battery (included) 
- Available for most popular caliber’s 


Caliber Standard SuperPowerPoint 


22 #20626 #16626 
7mm #26636 #16636 
30/.3006/.308 #26628 #16628 
.357/9mm #26630 #16630 
38 #26629 #16629 
.40/10mm #26631 #16631 
.455/.45 #26633 #16633 


ELECTRICAL SPECS: 

LASER TYPE: Laser diode, class Illa 

DIODE: Approx. 10,000 hours 

POWER OUTPUT: True mW 

WAVELENGTH: 670nM 

OPTIONAL: 632nM @ SmW (Visible & 20 x brighter than 670nM) 78OnM (Near 
Infrared), B35nM (Infrared) 

COLOR: Deep Red 

SPOT SIZE: .23 square inch @ 25 yds or 3.75 say inch @ 100 yds 


58 square cm @ 23 meters or 9.5 sqr.om @ 91.5 meters 
RANGEVVISIBILITY: 500 yd (low light) or 450 meters 


100 feet/30 meters Super Power Point in daytime conditions (Range may 
vary depending an ight condions) 


BATTERY: 1x 3V Lithium (DL123A) or equivalent 


MECHANICAL SPECS: BATTERY LIFE: 4S hours continuous 
WINDAGE & ELEVATION: Fixed & concentric 
ACTIVATION: By twisting the housing 1/4 turn 
WARRANTY: Lifetime on LDI's workmanship 
year on Super Power Point 1 laser diodes 

MATERIAL: Aircraft Aluminum 6061T (.22 cal rod is steel) 
ENVIRONMENT: Water resistant & moistureproof 

LASER 

DEVICES, INC. 
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UNIVERSAL WEAVER” MOUNT 


FOR RIFLES & SHOTGUNS 


Front views 


Part# 24449 


FEATURES: 
niversal Latha a laa .45" to .75" OD (11.4mm to 19mm), 


-Un 
- Will fit to FA-4. 
- Hard black snlgeed aluminum 6061T 


Weave a trademark of Blount Inc. 


LASER 
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QUICK RELEASE 


TLS-4P Tactical Light 


FEATURES: 


* Quick detachable flashlight, interchangeable tolaser 
*BrightXenon bulb, 35,000Lux 
*Usescommonly available3 voltLithium battery with 2.5hours 


ofcontinuous use 
ELECTRICAL SPECS: MECHANICAL SPECS: 
BULB TYPE: Xenon LASER DESIGN: Modular housing, interchangeable to different trigger 
POWER; 25 Lumens guard mounts 
OPTIONAL: Infrared and red tip-off filters SWITCH: Patented tactical thumb switch(Pat#335,281) 
BATTERY: WARRANTY: 1 year limited 
BATTERY LIFE: 1x 3V Lithium DL123A or equivalent MATERIAL: Aircraft Aluminum 60617 
2.5 hours continuous WEIGHT: 4.10 oz (w/battery) / 116 grams 
LENGTH: 3.8°/9.7 om 
WIDTH: 87" /2.2cm 
COLOR: Black 
ENVIRONMENT: Water resistant & moistureproof 
NOW YOU CAN OWN THE PERFECT SYSTEM!! 
LASER 
DEVICES, INC. 


"The Laser Leader"™ Rev 10/15/97 
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QUICK RELEASE 
INTERCHANGEABLE LASER/FLASHLIGHT COMBINATION 


FEATURES: FEATURES: 
* Slide-on, quickreleaselaser housing *Quicksnaponflashlight 
* Trigger guard mountwill adaptto TLS-4P flashlight *BrightXenonbulb 120,000Lux 
*Longbattery life, 10hours continuous *Uses2commonly available 3 volt Lithium battery with 4 hours 
* Easy external windage/elevation adjustments ofcontinuous use 
*Easyaccessible toggle switch * Easy on/off tactical thumb switch or toggle switch 
*Laserwillstayalignedevenwhenremovedfrom *Builtto MilSpec, used by Israeli military 
thetrigger mount andotheragenciesworldwide. 


* Available for mostpopularhandguns. 


ELECTRICAL SPECS: ELECTRICAL SPECS: 

LASER TYPE: Laser diode, class tla BULB TYPE: Xenon 

DIODE: Approx. 10,000 hours POWER: 84 Lumens 

POWER OUTPUT: True SmW OPTIONAL: Infrared and red tip-off fiters 
WAVELENGTH: 670nM BATTERY: 2x V Lithium DL123A or equivalent 
OPTIONAL: 632nM SmW (Visible & 20 x brighter than 670nM) BATTERY LIFE: 4 hours continuous 

COLOR: Deep Red 

SPOT SIZE: .23 square inch @ 25 yds or 3,75 sqr inch @ 100 yds 


58 square cm @ 23 meters or 9.5 sqr om @ 91.5 meters 
RANGENISIBILITY: 500 yd (low light) or 450 meters 


100 feet/30 meters Super Power Point in daytime conditions 
(Range may vary depending on ight edndons) 


BATTERY: 1/2 AA 3.6V Lithium Thiony! Chloride, 6V Lithium PX26L. 
or Eveready L544 
BATTERY LIFE: 8B hours continuous 
MECHANICAL SPECS: MECHANICAL SPECS: 
WINDAGE & ELEVATION: External w/ Laser Lock" mechanism LASER DESIGN: Modular housing, interchangeable to different 
LASER DESIGN: Universal laser mount ULS-2001 lasers 
SWITCH; Toggle switch or optional Patented tactical thumb switch(Pat#335,281) ‘SWITCH: Patented tactical thumb switch(Pat#335,281) 
WARRANTY; 2 Year limited oF optional toggle switch 
1 year on Super Power Point ™ laser diodes WARRANTY: 1 year limited 
MATERIAL: Glass filled nylon MATERIAL: Polymer 
WEIGHT: 1.76 oz (w/oattery) / 50 grams WEIGHT: 4.30 02 (w/oattery) / 122 grams 
LENGTH: 1.69" / 4.3 cm LENGTH; 45°/ 11.43. cm 
WIDTH: .75°11.9em WIDTH: 87°/2.20m 
COLOR: Black or stainless COLOR: Black 
ENVIRONMENT; Water resistant & moistureproot ENVIRONMENT: Water resistant & moistureproof 


* DEVICES, INC. Rev 10/1597 
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ALL NEW BA-3 laser sight 


for S&W 2" J-frames, Wesson Firearms 738P & Charco Arms 


Available with: ( 
DAYTIME SUPER POWER POINT tg 


20 x brighter 


gPP=100'/30mdaytime 


Toggleswitch 


THE TOP CHOICE OF LAW ENFORCEMENT/MILITARY 
AGENCIES AROUND THE WORLD 


FEATURES: - Easy To Attach With No Alterations To Weapon 
Ambidextrous Activation Toggle Switch w/ Positive ON/OFF 


- User Friendly External Windage/Elevation 


- Rock Solid Mounting 
The shooter can activate the laser without ever removing finger 


from the trigger, still leaving the non-shooting hand free. 
- Made in U.S.A. 


/* LASER 
DEVICES, INC. 


“The Laser Leader" ™ 
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ME MODULAR LASER FOR 
H&K FA-4 MP5 with FLASHLIGHT ADAPTER 


ELECTRICAL SPECS: MECHANICAL SPECS: 
LASER TYPE: Semi conductor Laser diode Visible Class llla and WINDAGE & ELEVATION: External w/ Laser Lock™ mechanism 
Infrared Class Hllb LASER DESIGN: Modular (model LOM 109) removable trom housing to housing 

DIODE LIFETIME: Approx. 10,000 hours SWITCH: Integrated paddle switch in forearm 
POWER OUTPUT: True 5mW WARRANTY: Lifetime on LO''s workmanship 
WAVELENGTH: Visible 635nM / Infrared 835nM MATERIAL: 303 Stainless stee! 
COLOR: Visible = Red / Infrared = Invisible WEIGHT: 2502/71 grams 
SPOT SIZE: <1 sqrinch @ 150 feet or <25.4 mm @ 50 meters LENGTH: 4.6 / 4.0m (wicap) 
RANGEVVISIBILITY: Visible = 500 yards / 450 meter (low light) op: 8" /2cm 

Infrared = 328 yards / 300 meter (w/ night vision) COLOR: Mil. Spec. black xylan™ teflon coated 
LENS: Single element glass ENVIRONMENT: imersible to 10 meters (waterproof) 
BATTERY: 6v DC (2x 3v L123) 
BATTERY LIFE: 20 hours continuous 
MODE OF OPERATION: Continuous or pulsing 

Pulse length - 1ms 

Pulse rate 6P/sec. 


External w/ Laser Lock mechanism 


Part Numbers: NATO Stock Numbers: 
#16350 MP-5 visible Super Power Point™ continuous # 1005-99-257-9852 
#16351 MP-5 Super Power Point ™ pulsating # 1005-99-973-1704 
#16352 MP-5 Infrared continuous # 1005-99-404-2502 
#16353 MP-5 Infrared pulsating # 1005-99-902-3161 


THE TOP CHOICE OF 
LAW ENFORCEMENT/MILITARY 
AGENCIES THROUGHOUT THE WORLD 


Flashlight Take-off Device 


FEATURES: - Improved rugged Design, Compact & Lightweight . 
- Convenient Integrated Paddle Switch Activation on Forearm Grip 
- User Friendly External Windage/Elevation 
- Rock Solid Mounting 
- Waterproof to 10 meters ; A 
- The shooter can activate the laser without ever removing the finger from the trigger. 
- Modular Boal. Interchangeable between different housings. 
- Made in 


LASER 
* DEVICES, INC. 


“The Laser Leader" ™ 
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MODULAR LASER FOR THE H&K MP5 
& 91,93,94,53,31,SR9 & G3 


ELECTRICAL SPECS: MECHANICAL SPECS: 
LASER TYPE: Laser diode class Illa WINDAGE & ELEVATION: — External w/ Laser Lock mechanism 
DIODE: Approx. 10,000 hours PATENTED LASER DESIGN: Modular (model LDM 109) removable trom housing 
POWER OUTPUT: — True SmW. to housing (Patent # 5581898) 
WAVELENGTH: 670nM SWITCH: Tactical pressure pad 
OPTIONAL: 632nM @ SmW (visible & 20x brighter than 670rM) 780nM (Near © WARRANTY: Lifetime on LOI's workmanship 
Infrared) 835nM (Infrared) 1 year on Super Power Point ™ 
COLOR: Deep red MATERIAL: Aircratt aluminum 6061T 
SPOT SIZE: 23 square inch @ 25 yards or 3.75 sqr inch @ 100 yrds WEIGHT: 2.30 oz / 65 grams (w/battery) 
58 square cm @ 23 meters or 9.5 sqr cm @ 91.5 meters LENGTH: 1.25" / 3.17 cm (wicaps) 
RANGEWISIBILITY: 500 yards / 450 meter (low light, 670M) oD: 90" / 2.29 om 
100 feet’20 meter Super Power Point (in daytime conditions) (Range + COLOR: Hard black teflon impregnated 
may vary depending on light conditions) ENVIRONMENT: Water resistant & moistureproof 
LENS: Multi coated quality 3 part glass lens system 
BATTERY: Duracell 6y Lithium (PX28L} or equivalent 
BATTERY LIFE: 2.5 hours continuous 


THE TOP CHOICE OF LAW ENFORCEMENT/MILITARY Available with: 


AGENCIES THROUGHOUT THE WORLD _ DAYTIME SUPER POWER POINT ™ 
20 x brighter 
daytime 


INFRARED OR NEAR INFRARED 


(only to Military and Law Enforcement) 


Please specify if 
suppressor will be used 


FEATURES: - Improved, Smaller Design, Compact & Lightweight 
- Convenient Paddle Switch Activation 
- User Friendly External Windage/Elevation 
- Rock Solid Mounting 
+ The shooter can activate laser without ever removing finger from 
the trigger. 
- Modular Design. Interchangeable between different housings. 
- Daytime Glasses Available to Enhance Range & Visibility. 
- Made in USA 


LASER Az) 
DEVICES, INC ae 
y i} AVOID DIRECT) 

—— 
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MODULAR LASER FOR 
H&K MP5 with FLASHLIGHT 


Laser Sight 


Momenta' 
Pressure Switch 


Switch Blocker 


On/Off Switch 
On/OffInterrupter Switch 


- Laser sight and tactical flashlight. 

- Laser and light are activated jocks convieniant switches on the forearm. 
- Optional infrared laser diode available. 

- Waterproof to 10 meters or 33 feet 


LASER 
DEVICES, INC. 


“The Laser Leader™ 


H&K USP and H&K COMPACT 
MODULAR LASER SIGHT 


U.S. PATENT #5581898 

ELECTRICAL SPECS: MECHANICAL SPECS: 
LASER TYPE: Laser diode class Illa WINDAGE & ELEVATION; External w/LaserLock mechanism (Patent pending) 
DIODE: Approx. 10,000 hours PATENTED LASER Modular (model LDM 111) removable from housing to housing 
POWER OUTPUT: True SmW DESIGN: (U.S. Patent #5581898) 
WAVELENGTH: ‘650nM, Magnum Power Point™ (10x brighter then 670nM) ‘SWITCH: Ambidextrous switch located in front of trigger guard 
OPTIONAL: 632nM @ SmW (visible & 20x brighter than 670nM) WARRANTY: Lifetime on LDI's workmanship 

835nM (Infrared) DIODE MOD. WARRANTY: 1 year on all modules 
COLOR: Deep red MATERIAL: Aircraft aluminum 606176 
SPOT SIZE: .23 square inch @ 25 yards or 3.75 sqr inch @ 100 yrds WEIGHT: 45 oz / 127.5 grams (whattery) 

58 square cm @ 23 meters or 9.5 sqr om @ 91.5 meters LENGTH: 2.36" / 60 om (wicaps) (average) 
RANGENISIBILITY; 500 yards / 450 meter (low light, 650M) WIDTH: 1.15"/ 29 cm (average) 

100 feet/30 meter Super Power Point (in daytime conditions) COLOR: Hard black anodized per Mil-A-8625F 

(Range may vary depending on ight contions) ENVIRONMENT: Water resistant & moistureproot 
LENS: Multi coated quality single glass lens system 
BATTERY: 4.6 volt Lithium Thyonol or 6 volt Duracell PX28L Lithium 
BATTERY LIFE: 14 hour continuous w/ 3.6 volt or 1 hour w/ 6 vot Made in USA 

Available with: 
DAYTIME SUPER POWER POINT™ 
20 x brighter 


#80547 Magnum PowerPoint™ o>) © act 8 nach Ont © = 


#16270 SuperPowerPoint™ o>) 5) {e) 


#18072 Infrared Diode eS) 5) 


7 On/Off Activation suite 
INFRARED Battery indicatorlight Oneachsideo 
(only to Military, Law Enforcement housing & the trigger guard 
International Customers) with quick Low battery 


releasecover _indicatorlight 


FEATURES: 


- Ambidextrous Activation Switch w/ Positive ON/OFF 

+ Quick Removable Laser Housing 

- The shooter can activate laser with one finger while leaving the non- 
shooting hand free. 


LASER 2HarrisCourt,A4, Monterey, California 93940USA Phone (408)373-0701 Fax (408)373-0903 
DEVICES, INC, E-mail: Sales@laserdevices.com Webpage:http://laserdevices.com fev 10897 
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TACTICAL NYLON HOLSTERS 
Thigh and Hip Holsters 
for Las/Tac System 


Dual Retention Tactical Holster 


Dual Retention Duty Holster 


PRO-3”™ Tactical Holster 

Holster body constructed of proven SIDEKICK 
laminate of tough water-repellent Cordura” 

or Nytek® nylon manufactured by Uncle Mike's 


Tactical Thigh Holsters 
Available for: 


SIG Sauer #26501 
Glock #26506 
Beretta #26507 
H&K USP #26508 


Tactical Belt Holsters 
Available for: 


SIG Sauer #26502 
Glock #26503 
Beretta #26504 
H&K USP #26505 
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H&K USP, SOCOM LAS/TAC SYSTEM 


LIGHT(6 or 3 Volt)/LASER SYSTEM 
WATERPROOF 


ELECTRICAL SPECS FOR LASER SIGHT: MECHANICAL SPECS: 


LASER TYPE: Laser diode, cass Ilia WINDAGE & 
ELEVATION: External w/ Laser Lock mechanism (patent pending) 


LASER DESIGN: Modular (model LOM111), removable from housing to housing 


DIODE: Approx. 10,000 hours 
POWER OUTPUT: True 5mW 
WAVELENGTH; ‘650nM, Magnum Power Point™ ‘SWITCH: peti Lec cape er patented tactical thumb 
- i ‘swit at ze 
OPTIONAL: 632nM @ 5mW (Visible & 10 x brighter than : 
650nM) 780nM (Near Infrared), 835nM (Infrared) “ARRANTY: Lifetime on LD's workmanship 
‘SPOT SIZE; .23 square inch @ 25 yds or 3.75 sq. inch @ +00 yds Scale 1 year on Super power Point ™ 
.58 square cm @ 23 meters or 9.5 sq, cm @ $1.5 meters bala L: Aircraft Aluminum 6061T 
RANGEJVISIBILITY: 500 yd (low light) or 450 meters isan 6. Boz Aneel 158.76 grams 
100 fee’30 meters Super Power Point (in daytime conditions a 3.6°/9.140m 
tp COLOR: Black anosized 


(Range may vary depending on ight conditions) ENVIRONMENT: Waterproof 


LENS: Multi coated quality 3 part glass lens system a iad tty aligned ‘“ are 
- it ALIGNMENT; is permanently aligned even when removed from 

BATTERY: Duracell 3v Lithium (0L123A) or equivalent housing and then re-installed to housing 

BATTERY LIFE: 18 hours continuous 

MODE OF OPERATION: Continuous 


@%20 421386 MagnumPowerPoint™ 


O20 #21395 SuperPowerPoint™ 
10xbrighterthan Magnum PowerPoint” 


@MSD #21369 Infrared Diode ioniy ro mittary and Law Enforcement) 


ELECTRICAL SPECS FOR TACT. LIGHT: MECHANICAL SPECS: 
UGHT OUTPUT; 45 Lumens (6v), 24 lumens (3v) OVERALL LENGTH: 5.10" or 12.95 cm (6v) 


RUN TIME: 1 hour (6¥), 40 min (3v) 4.10" o 10.41 om (3v) 
BULB TYPE: Xenon HEAD DIAMETER: — 1,29" of 3,28 cm 
BATTERY TYPE: Lithium WEIGHT: 6.8 02 or 192.75 grams (6v) 
BATTERY MODEL: Duracell 2x 123A (6v), 6.0 02 of 170 grams (3v) 


1% 123A(3v) ENVIRONMENT: Waterproof 


FEATURES: 


-Modular Design. Laser and tactical light housing are easy 
interchangeable. 

~ Laser module is easy to interchange between visible and 
infrared laser diode. 

- User friendly ambidextrous bottom slide switch. 

- Factory installed optional pressure switches available. 

-Red and infrared tip-off filters available. 

- Tactical nylon hosters are availabl - Refer to our Las/Tac 
component sheet. 


6v Las/Tac # 21374 


2Harris CourtA4 Monterey, California93940 USA Phone (408)373-0701 Fax(408)373-0903 
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ALL NEW LAS/TAC SYSTEM 
LIGHT(6 or 3 Volt)/LASER SYSTEM 
WATERPROOF 


MECHANICAL SPECS: 


ELECTRICAL SPECS FOR LASER SIGHT: 


LASER TYPE: 
DIODE: 

POWER OUTPUT; 
WAVELENGTH: 
OPTIONAL: 


SPOT SIZE: 


RANGEVVISIBILITY: 


LENS: 
BATTERY: 


BATTERY LIFE: 
MODE OF OPERATION: 


Laser diode, class Illa 

Approx. 10,000 hours 

True SmW 

650nM, Magnum Power Point™ 


632nM @ SmW (Visible & 10 x brighter than 
650nM) 780nM (Near Infrared), 835nM (Infrared) 


23 square inch @ 25 yds or 3.75 sq. inch @ 100 yds 

58 square cm @ 23 meters or 9.5 sq. cm @ 91.5 meters 
500 yd (low light) or 450 meters 

100 feev’30 meters Super Power Point (in daytime conditions 
(Range may vary depencing on ight conditions) 

Multi coated quality 3 part glass lens system 

Duracell 3v Lithium (DL123A) or equivalent 

18 hours continuous 

Continuous 


DAYTIME SUPER POWER POINT™ 


10 X brighter 


(compared to magnum diode) 


INFRARED OR NEAR INFRARED 


{only to Military and Law Enforcement) 


MECHANICAL SPECS: 


ELECTRICAL SPECS FOR TACT. LIGHT: 


OVERALLLENGTH; 5.10" or 12.95 om (6v) 
4.10" or 10,41 cm (3v) 

HEAD DIAMETER: 1,29" 0F 3.28 om (X) \\) 

WEIGHT: 6.8 02 or 192.75 grams (6v) AX) XN \y ve 
6.0 02 or 170 grams (3v) ‘\} ‘Y \) WY 

ENVIRONMENT: Waterproof \) ) ‘ 


\) 
x 


WINDAGE & 
ELEVATION: 


LASER DESIGN: 
SWITCH; 


WARRANTY: 


MATERIAL: 
WEIGHT; 
LENGTH: 
COLOR: 
ENVIRONMENT: 


ALIGNMENT: 


External w/ Laser Lock mechanism (patent pending) 
Modular (model LOM111), removable trom housing to housing 


Bottom slide switch and/or patented tactical thumb 
switch(Pat#335,281) 


Lifetime on LDI's workmanship 

4 year on Super power Point ™ 
Aircraft Aluminum 6061T 

5.6 02 (w/battery) / 158.76 grams 
3.6" / 9.14 cm 

Black anodized 

Waterproof 


Laser is permanently aligned even when removed from 
housing and then re-installed to housing 


| DF 


waitin } 


LIGHT OUTPUT: 45 Lumens (6v), 24 lumens (3v) 
RUN TIME: 1 hour (6v), 40 min (3v) 
BULB TYPE: Xenon On/oft 
BATTERY TYPE: Lithium Slide Switch 
BATTERY MODEL: Duracell 2x 123A (6v), c 
1x 123A (3v) — 
SIGsquER 


FEATURES: - Modular Design. Laser and tactical light housing are easy interchangeable. 


- Laser module is easy to interchange between visible and infrared laser diode. 
- User friendly ambidextrous bottom slide switch. 
- Factory installed optional pressure switches available 
-Red and infrared tip-off filters available 
- Tactical nylon hosters are available 
- AVAILABLE FOR: Beretta, Glock’s , H&K USP, Sauer 220/226/228/229 
and Walther P99 
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“The Laser Leader"™ 


LAS/TAC SYSTEM 


MODULAR COMPONENTS 


(Laser/Tactical Light System) 
Modular Design & Mount U.S. Patent #5581898 


Red filter 6 Volt ee 2x 3y Lithium Battery 
Part #39997 Part# Fi Pan#30114 


f Reflector assembly eM E 4 [4 
Part #85021 6 volt tl assembly 
Part# 85019 
infrared fitter 
Part #39998 
f 3Voltbattery housing 3v Lithium Battery 
Pant# FM02643, Pant# 30114 


= 


volt a assembly 
Part #85020 
Laser housing 3 uhm Baty 
Part #FM02698. Part# 3011 
Diode module: “y 


num Power Point” — 4 
Ma Pei ae Co 


‘Super Power Point’ fo=)=) 4 
Part# 16270 


Near Infrared — 
Part# 17064 >) 
Infrared 
Part# 18072 ars — 
Optional 
Pulsed Lasers 
available 
TiplOHf Red fiter 
Parte 20887 6 Voltbattery housing 2x Sy Lithium Battery Paddle switch housing 
Part # FMOZ642 Part #30114 Panis 20128 
Reflector assembly Id 
Part #85021 Paddle switch housing 


6 volt bulb assembly wicoil cord 


ii Part# 85012 5 Volt battery housing oa 
TiplOM fier, IR +9 3 Lithium Batte Ss ; 
Pan #39908 E Part# FM02643, 4 att aod ry Ps, UWS | 


{| } 
ii pe T =" Dual paddle 


3volt bulb assembly switch housing 


Part# 85020 . ——* 
Laserhousing _3y Lithium Battery —. 


Part # FM02698. Pant# 30114 


Diode module: 

Magnum PowerPoint xe 

SuperPowerPoints Oye) | il e A = 

Near Infrared Toggle switch housing 
Infrared = Pan#30121 — 


DEVICES, INC. 
2Harris Cour,A4 Monterey, CA93940 U.S.A. TEL: (408) 373-0701 FAX: (408) 373-0903 E-mail: Sales@laserdevices.com WWW: hitp://iaserdevices.com 
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Universal Housings 
‘Available for Series: 
Glock all models 


Sig Saver 220/226/228/229 
H&K USP 
Beretta 92 


Universal Laser/Light Housi 
side Such ~ 


Part#21329 — 


Universal Laser/Light Housing 
wiSlide Switch & 
Optional Paddle Switch 
Part#21329-2 


Universal Laser/Light Housir 
wSigeswane 
Optional Tactical Switch 
Part# 21329-3 


12) 


Universal Laser/Light Housing 
wiSiide Switch 
Part# 21868 


Universal Laser/Light Housing 
9 wiSlide Switch 
(includes Trigger Guard) 


Part#21889 
Part#21890 
Part#21891 


Glock 17/22 
Glock 19/23 
Glock 20/21 


Complete Housing and Trigger Guard 
wiSlide Switch & 
Optional Tactical Switch 


Part#21892 


Beretta 92F 


wiToggle 
yea 


6 Volt Tactical Light 
Parti# 2133 


DEVICES, INC. 


2Harris Court,A4 Monterey, CA93940 U.S.A. TEL: (408) 373-0701 FAX: (408) 
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equired for: 


Sig Sauer 220 

Sig Saver 226, 228, 229 
Colt M-4/M-16/AR-15 
Uzi Carbine 
(wroayone ug) 


Necessary for H&K USP 


3 Volt Tactical Light w/Toggle 
Part# 21339 


Sig 2201229 


Guards 


Part #FM02647 
Part #FM02699 
Part#FM02719 
Part#FM02717 


Willm 


Bu LasiTac 


with Laser Housing 


H&K USP 


No Trigger Guard 


LasMTac 
with Laser Module 


Not shown: Beretta 92F 


Laser with Laser Housing 

Magnum Power Point™  Pant# 15008 
SuperPowerPoint™” Part # 16040 
Near Infrared Pant# 17008 
Infrared Part# 18022 
‘Shown with Toggle Switch Housing 


Optional Pulsed Laser Available 


373-0903 E-mail: Sales@laserdevices.com WWW: hitp://laserdevices.com 
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MP-5 Laser on 
H&K MP5 A3 


MP-5 Laser on 
H&K G3 
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MP-5 Laser on 
Suppressed 
H&K MP5 A3 


TLS-4 
Tactical Light 


MR-2 Laser on 
®, ‘Interface Rail System 
gy from Knight Armament 


ae 


BA-1 Laser on 
S&W Sigma 


ry FA-4 Universal 
laser 
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ULS-2001 
Combo 1 
mounted on Beretta 92 


ULS-2001 
mounted on Glock 
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TL-2 6 volt 
& 
TL-2 3 volt 


LAS/TAC System 
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LDI’s Law Enforcement Customers 


Below is a partial list of customers who are successfully using our ULS-2001, BA-2, BA-3, 
FA-4, FA-6, FA-9 and Duty Grade lasers. 


Bellevue P.D. (WA) Peoria County Jail (IL) 
Benecia P.D. (CA) Pima County Sheriff (AZ) 
California Highway Patrol Academy Pine Bluff P.D. (AR) 
Capitola P.D. (CA) Pompano P.D. (FL) 
Centralia P.D. (IL) Ross Township P.D. (PA) 
City of Austin P.D. (TX) Salinas P.D. (CA) 

D.E.A. Los Angeles (CA) San Jose P.D. (CA) 
Department of the Air Force Sierra Vista P.D. (AZ) 
Department of the Army Suwanee P.D. (GA) 


Faquier County Sheriff's Dept. (VA) Tulsa P.D. (OK) 


Haleyville Police Dept. (AL) U.S. Army Special Operations Training Facility 
(Fort Bragg, NC) 


Hopkinton P.D. (NH) U.S. Border Patrol 

Jeanette P.D. (PA) U.S. Capitol Police Dept. 
Little Campton P.D. (RI) US. Dept. of Justice 

Los Angeles P.D. (CA) U.S. Marshal Service 
Lubbock Police Academy (TX) Urichsville P.D. (OH) 
Monterey P.D. (CA) Westport P.D. (CT) 
Monterey County Sheriff (CA) Whitefish P.D. (MT) 

PA State Police Academy (PA) Wichita County Sheriff (TX) 


Pacific Grove P.D. (CA) 
ADD THE POWER OF A LASER TO YOUR TEAM 
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INTERNATIONAL CUSTOMERS 
Military & Law Enforcement Only 


United Kingdom Special Forces 

Ministry of Defense - United Kingdom 
Ministry of Interior - Kuwait 

Ministry of Interior - Arab Republic of Egypt 
German Bunderswehr 

Royal Malaysian Police Force 

1st Peace Preservation Corps - Malaysia 


Special Forces - Saudi Arabia 


Israeli Special Police Forces 


Brazilian Special Police Forces 
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